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1.0 Background 

The DEER2013 update includes required Codes and Standards (C&S) changes that become 

effective in 2014 and will be applied to the 2013-14 portfolio cycle. The C&S updates that are 

most significant to the DEER include the California Title 20 Appliance Efficiency Regulations, 

the California Title 24 Building Energy Efficiency Standards, and the United States Code of 

Federal Regulations. These updates include the following: 
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● 2013 Title 20 Appliance Standards: The standards updates came into effect on February 

1, 2013, and apply to 23 appliances. Details can be found at 

http://www.energy.ca.gov/appliances/ 

● 2013 Title 24 Building Codes: Building efficiency standards will become effective 

January 1, 2014. They include prescriptive measures, mandatory requirements and 

compliance options for residential and non-residential buildings. Details can be found at 

http://www.energy.ca.gov/title24/2013standards/index.html 

  

The DEER2013 Update was developed based on the DEER2011 assumptions and methods, 

which are provided on the DEER website.  The C&S changes that are taken into account for 

DEER2013 only impact ex ante parameter values for unit energy savings (UES) of kWh, kW, 

and therm. C&S updates  lead to the following updates in simulation models: 

1.1 Summary of Model Changes based on C&S Updates 

Simulation Component Description 

HVAC measures Code level efficiency changes 

Electric small storage and 

instantaneous DHW  

Code level EF increased to fix error in specified Federal 

Code requirements 

Weather Files for energy simulations CTZ2 weather files replaced with CZ2010, as specified in 

the 2013 Title-24 

Peak Demand Period definition 3-day heat wave selected based on new weather files 

  

The Energy Star joint program of the U.S. Environmental Protection Agency and the U.S. 

Department of Energy, and the Consortium for Energy Efficiency (CEE) both develop minimum 

qualification savings levels that are commonly used to establish “above code” thresholds used in 

the EE portfolios. When C&S changes are adopted, the Energy Star and CEE qualifying levels 

usually change as well. For DEER measure values to be appropriate for application to deemed 

measures within the EE portfolios, the measure definitions must reflect the CEE and Energy Star 

thresholds planned for use. 

1.2 Schedule 

This DEER2013 C&S update will be available no later than at the end of the third quarter of 

2013 to allow the Commission-regulated EE portfolio implementers (investor-owned utilities, 

regional energy networks, community choice aggregators) to update their reporting databases, 

non-DEER and DEER related workpapers, and custom calculation tools.  A draft version of the 

update will be made available via the READI tool by the end of July 2013.  The updated version 

http://www.energy.ca.gov/appliances/
http://www.energy.ca.gov/appliances/
http://www.energy.ca.gov/appliances/
http://www.energy.ca.gov/title24/2013standards/index.html
http://www.energy.ca.gov/title24/2013standards/index.html
http://www.energy.ca.gov/title24/2013standards/index.html
http://deeresources.com/
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of READI will be available on the DEEResources.com web site.  All updated measure 

definitions and energy impact records will have the “Version” field set to DEER2013.   

 

2.0 Updated HVAC Measures 

2.1 Economizers and Two-speed fan controls on DX equipment 

Under the 2013 Title-24 specifications, all single-zone direct-expansion cooling systems with a 

cooling capacity over 54 kBTUh require economizers; this threshold capacity has been lowered 

from 75 kBTUh.  

 

The new Title-24 also lowered the minimum capacity of direct-expansion cooling equipment that 

require two speed fans.  Starting on 1 January 2014, all packaged single-zone systems with a 

rated cooling capacity greater than 75 kBTUh (6.25 tons) must have two-speed fans with a low 

speed flow ratio of 66% of the high speed flow rate.  Two-speed fans are also required on all 

systems that have an economizer. 

 

The two-speed fan and economizer requirements have led to new size ranges being defined for 

all of the single-zone direct-expansion cooling systems.   

 

 
Table 2.1.1. Single-zone DX cooling system specifications for economizer and fan speed 

 

Note 1: 2008 Title-24 required two-speed fans for systems larger than 110 kBTUh after 

1/1/2012.  However, two-speed fans were not included with these cooling systems in 

DEER2011. As a result, the DEER2011 energy impacts for these system types are greater than 

can be expected for above-code savings (since both code and measure technologies are single-

speed) and the impacts are less than can be expected for an early-retirement remaining-useful-

life period (since the measure technology does not have two-speed fans). 

 

The 2-speed fan requirement lowers the baseline HVAC energy use for most building types, and 

thus indirectly impacts the savings potential of many measures.  For AC and HP efficiency tier 

measures, the two-speed fan requirement significantly reduces the energy use associated with 

the supply fan and reduces the above-code savings values. 

http://deeresources.com/
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Figure 2.1.1.  Comparison of annual kWh savings for a packaged AC measure in DEER2011 

and DEER2013 

 

To illustrate some of the issues regarding the code requirement for two-speed fans, figure 2.1.1 

compares the above-code and above pre-existing energy savings for a 12-EER, 15-ton 

packaged AC measure installed in a vintage 2011 large office building.  

● Compared to the DEER2011 impacts, the DEER2013 above-code savings decreases 

since both the measure and code technologies have 2-speed fans. 

● Compared to the DEER2011 impacts, the DEER2013 above Pre-existing savings 

increases due to the measure technology having 2-speed fans and the pre-existing 

technology having single-speed fans. 

● The DEER2011 impacts are the same for Above-Code and Above-PreExisting cases 

since the 2011 vintage building equipment matches the DEER2011 code requirement. 

● The DEER2013 impacts are different for Above-Code and Above-PreExisting because 

the 2013 code requires 2-speed fans for this size unit, but the DEER2011 code did not 

require 2-speed fans. 

 

2.2 Commercial Packaged Heat-pump equipment 

 

The code level efficiency requirements for packaged heat pump equipment have been updated 

based on specifications in the 2013 Title-24.  The code efficiency levels have dropped by 0.2 

EER while the measure efficiency levels have not changed.   
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The table below shows the change in code level EER as well as the measure EER levels, which 

have not changed. 

 
Table 2.2.1. Efficiency levels for single-zone package heat pump equipment 

 

Above-code measure energy impacts have increased from about 20% to 30%, depending upon 

the measure efficiency and size range.  The following figure shows the increase in savings of a 

12-EER, 15-ton packaged HP installed in a small office building.  Note that the annual energy 

impacts shown in this figure include the effects of the two-speed fan requirements discussed 

above.   
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Figure 2.2.1. Comparison of above-code savings for a 12 EER 15-ton packaged HP in a Small 

Office Building 

 

 

2.3 Chillers for Space Cooling 

The 2013 Title-24 has new minimum efficiency levels as well as new size ranges for water-cooled 

chillers.  The table below summarizes the changes from the 2008 Title-24 based DEER2011 measure 

specifications and the 2013 Title-24 based DEER2013 measure specifications. 
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Table 2.3.1. Title-24 and DEER specifications for water-cooled Chillers 

 

As has been done in previous cycles, IOU workpapers can utilize the results for these measures 

to create measure energy impacts that are based on alternative measure efficiency levels.  To do 

this, the energy impacts for the appropriate water-cooled chiller category are divided by the 

DEER kW/ton (code efficiency level minus the measure efficiency level) and multiplied by the 

IOU measure definition kW/ton.  Chiller energy impacts are for replace-on-burnout applications 

with only above-code energy impacts relevant to the measure savings. 

 

Alternatively, ED can create energy impacts and measure definitions that are scaled based on the 

delta kW/ton.  However, based on current IOU portfolio submissions, there are no deemed 

water-cooled chiller measures being offered. 

 

The 2013 Title-24 requirements for for air-cooled chillers have not changed and the DEER2013 

specifications, shown in the following table, have not changed from the previous DEER version. 

 

 
Table 2.3.2. Title-24 and DEER specifications for Air-cooled Chillers with condenser 

2.4 Hot water and Steam Boilers for Space Heating 

The 2013 Title-24 raises efficiency levels for large hot-water and steam boilers for space 

heating across the full range of boiler types and sizes.  The AFUE of boilers rated at less than 

300 kBTUh are specified based on the EISA 2007 code levels, which increased as of 9/1/2012.  

The following table shows the increase in the code-compliant efficiency level and the DEER 
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measure efficiency level.  The DEER measure efficiency levels have not changed. 

 

 
Table 2.4.1. Hot Water and Steam Boiler efficiency specifications 

 

2.5 Electric Small Storage and Instantaneous Water Heaters 

The code-level Energy Factor (EF) for small electric and instantaneous water heaters was 

incorrectly specified in DEER2011.  The EF for electric storage water heaters is specified under 

the EISA 2007 code as: 

EF = 0.97 - (0.00132 x RatedVolumeGallons) 

 

For electric instantaneous water heaters, the equation is:: 

EF = 0.93 - (0.00132 x RatedVolumeGallons) 
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Table 2.5.1. Comparison of electric water heater Efficiency Factors 

 

The code level efficiency values are from EISA 2007, which supersedes the efficiency 

requirements in the California Title-20 specifications. 

 

3.0 Updated Appliance Measures 

3.1 Residential Dishwashers 

New code requirements for residential dishwashers were phased-in on 5/30/2013 under EISA 

2007. The new metric for energy efficiency is the EAEU, or estimated annual energy use.  This 

rating value encompasses both the dishwasher machine energy (direct kWh consumption) and 

the energy required for the dishwasher hot water use.   

 

The current code standards require that the DEER2011 dishwasher measures be redefined 

using the new EAEU metric and new measure efficiency levels. Two efficiency levels were 

derived based on the units listed by CEE in the Qualifying Residential Dishwashers spreadsheet 

dated May 17, 2013. 

 

 
Table 3.1.1. Proposed dishwasher specifications based on EISA 2007 code requirements 

 

http://library.cee1.org/content/qualifying-product-lists-residential-dishwashers/
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ED can modify or augment the dishwasher measure definitions to include alternate efficiency 

levels, based on IOU program offerings. 

 

As with DEER2011, there are two versions of each dishwasher measure: one for households 

with gas water heating and one with households with electric water heating.  These measure 

results are weighted together based on DHW fuel weights for each IOU to create a non-fuel 

specific dishwasher measure. The same weights are used as documented in DEER2011. 

 

3.2 Residential Refrigerators 

The next phase-in date for residential refrigerator efficiency improvements is 9/15/2014. The 

reference energy impacts for residential refrigerators are updated in DEER2013 and can be 

used to develop technology-specific measures and energy impacts for updated IOU program 

offerings. 

4.0 Commercial Lighting Systems 
In general, the few changes in lighting system requirements in the 2013 Title-24 have not 

affected the methodology by which code lighting technologies are assigned to measure lighting 

technologies. 

 

For DEER2013, additional lighting technologies were added to the DEER technology tables 

based on lighting technologies referenced in IOU workpapers and in IOU tools.  The DEER list 

of code lighting technologies that are associated with measure lighting technologies is 

expanded to include as many of the new technology additions as possible.  The code 

technologies for existing DEER2011 lighting measures have not changed and and will be 

carried over to the DEER2013 measure list. 

 

5.0 Title-24 Improvements not related to Measure Definitions 
There are number of code changes implemented for the DEER2013 prototypes that are 

unrelated to specific measures.  These changes, such as improved window specifications, affect 

overall building heating and cooling energy use.  Since the new code requirements are aimed at 

improving a building’s energy performance, the energy impacts for measures that are 

dependent on the building’s heating and cooling energy use can be expected to decrease due 

to the improved overall energy efficiency of the building. 

 

The table below summarizes the categories of changes that are not part of any DEER 

measures. 
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Table 5.0.1. Summary of miscellaneous Title-24 changes 

 

The “New” vintage of building types in DEER2013 have been updated to include these recent 

code changes and a new vintage (“2014 - 2015”) has been added that represents existing 

buildings built to the 2013 Title-24 standards. 

 

Additional details can be found in the workbook DEER2013CodeChanges.xlsx on the 

DEEResources.com FTP site. 

 

6.0 New Weather Files for energy simulations 
 

For the first time since 1992, Title-24 has adopted a new set of new weather files for energy 

simulations. Statewide typical months were chosen from weather data obtained from 1997 

through 2008.  This methodology varies from the development of the previous set of weather 

files by using the same selection for a typical month for all locations, as opposed to selecting 

typical months for each individual site.  This new method provides better synchronization of the 

weather data across all of the climate zones, but also leads to some significant differences 

between the previous weather data for some locations. 

6.1 Comparison of the CTZ2 and CZ2010 weather data files 

 

While the recent update to the weather files re-evaluated the weather data of the entire state, 

the basic structure of the weather files for use in Title-24 compliant energy simulations has 

remained the same.  There are still 16 weather files representing the same geographic areas as 

the previous versions.  Half of the reference locations have changed and a few of the reference 

site elevations have changed significantly, as shown in the table below. 
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Table 6.1.1. Reference locations for the CEC climate zones 

 

While nearly all of the fields in the weather files impact building energy use to some degree, the 

data types that impact cooling and heating energy the most are the drybulb temperature, the 

humidity ratio (or another metric of moisture in the air) and solar radiation.  Each of these are 

examined in some detail below to provide a basis to understand how and why cooling and 

heating energy use in a building may differ due to the new weather files. 

 

A detailed comparison of the new and previous weather data can be made by using an Excel 

workbook created for this task.  The workbook is located on the DEEResources.com FTP site 

under “DEER2013”. 

 

Drybulb Temperature 

The figure below compares the annual average and maximum drybulb temperatures for all 16 

climate zones.  The annual average temperatures for the two data sets only deviate by a couple 

degrees for a few of the locations while the annual maximum temperature can differ by as much 

as 12 degrees F and differs by at least 5 degrees for half of the locations. 

 

ftp://deeresources.com/pub/DEER2013
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Figure 6.1.1. Comparison of Annual Average and Maximum drybulb temperatures 

 

A better metric for indicating how changes in the temperature data may impact heating and 

cooling loads in buildings are the heating and cooling degree-hours. These values are 

calculated as the annual sum of the deviation of the drybulb temperature above (for cooling) or 

below (for heating) a reference temperature.   

 

The table below compares the cooling and heating degree-hours (based on 65 degree F) for the 

new set of weather files and the previous (CTZ2) set of weather files.  The color-coded right 

column indicates if the new data for a specific climate zone is significantly hotter or cooler than 

the previous weather data. 
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Table 6.1.1. Comparison of Cooling and Heating degree-days 

 

CZ01 continues to be one of the coolest locations in mainland US, but it was essentially a 

heating-only climate in the previous weather set as well.  Climate zones CZ03, CZ05 and CZ07 

are significantly cooler based on the cooling degree-days of the newer weather files.  Of these 

three sites, CZ07 (San Diego) has the most substantial reduction in potential cooling load, with 

a reduction of about 300 degree-days (base 65F), or about 40% of the cooling degree-days. 

 

A number of sites have higher potential cooling load, with the cooling degree-days in CZ11 (Red 

Bluff) increasing the most.  Similar trends are seen when examining the heating degree-days for 

these sites.  Climate zone CZ07 is interesting in that the new weather data has fewer degree-

days for both cooling and heating while maintaining almost the exact same average annual 

temperature. Examination of hourly data, as in the two figures below, shows that the updated 

weather data for San Diego, well known for its mild climate, has significantly less daily variation 

compared with the previous weather data. 
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Figure 6.1.2. Monthly temperature profiles for CZ07 based on previous weather data 

 

 
Figure 6.1.3. Monthly temperature profiles for CZ07 based on new weather data 

 

Humidity Ratio 

The amount of moisture in the air can have a large impact on cooling loads, especially in 

building types that require a large amount of outdoor air for ventilation, such as classrooms and 
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hospitals.  The table below compares the annual average humidity ratio (pounds of water vapor 

per pound of dry air) in the two weather file sets for all climate zones.   

 

 
Table 6.1.2. Comparison of Humidity Ratio 

 

The two climate zones with the lowest humidity ratio in the previous weather files (CZ14, CZ15) 

have the greatest increase while the cooler climate zones have moderate decreases in moisture 

content. 

Solar Radiation Comparison 

The heating and cooling requirement in buildings with large amounts of fenestration or large 

fractions of roof area can be highly dependent on the amount of solar radiation striking those 

surfaces.  The table below compares the amount of total solar radiation incident on a horizontal 

surface and the direct normal solar radiation (in BTU/hr-ft2) between the two weather file sets.   
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Table 6.1.3. Comparison of Horizontal and Direct Normal Solar Radiation (BTU/hr-ft2) 

 

The two coldest climate zones (CZ01 and CZ16) both have a significant increase in solar 

radiation, especially the direct normal (beam) radiation.   

6.2 DEER Peak Period Definitions 

 

To determine the electric demand impacts of measures, DEER uses the average kWh reduction 

over a 9-hour window.  The nine-hour window is from 2p.m. to 5 p.m. over a three-day “heat 

wave” that is determined for each climate zone.  The peak periods for use with DEER demand 

impact calculations were determined based on the new weather file data and are shown below, 

along with the previous peak demand period definitions.  
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Table 6.2.1. Comparison of DEER Peak-Demand period definitions 

 

The three-day demand periods for the new weather data were chosen based on these criteria: 

● occurs between June 1st and September 30th, 

● does not include weekdays or holidays, 

● has the highest value for  

○ average temperature over the three-day period +   

○ the average temperature from noon to 6 p.m. over the three-day period + 

○ the peak temperature over the three-day period. 

 

As specified in the new Title-24, the assumed year for the weather files (required in order to 

determine which days are weekends and holidays) is 2009.  The specified simulation year for 

the previous weather files was 1991. 

 

The average and peak temperatures during the new peak demand periods are generally higher 

than those based on the previous weather files, with clear exceptions in some climate zones as 

seen in the following two figures. 
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Figure 6.2.1. Comparison of the average temperature during the peak demand period 

 

 
Figure 6.2.2. Comparison of the peak temperature during the peak demand period 
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6.3 Impacts of New CZ2010 weather data on Energy Savings 

 

The impacts of the changes in the various weather parameters on overall energy use can be 

seen by examining the preliminary results for a measure that has not changed definition 

between the DEER2011 and DEER2013 versions.   

 

Figure 6.3.1 shows the electric impacts for a chiller measure (water-cooled centrifugal chiller 

between 150 and 300 tons) using the new weather files (DEER2013) and the previous weather 

files (DEER2011).  The kWh impacts are normalized per ton of chiller capacity. 

 

 
Figure 6.3.1. Comparison of Energy Impacts per Ton using new and previous weather data 

 

The average savings per ton decreases by about 6%, with the largest decrease occurring in 

climate zone CZ14.  Some of the difference in the unit energy impacts is due to changes in the 

overall cooling and heating loads and some is due to a change in the number of units (tons of 

cooling) that the results are normalized by. 

 

Figure 6.3.2 below shows the same results in terms of total kWh impacts (not normalized by 

cooling Tons).  The results for CZ14 show that total energy savings actually increased with the 

use of the new weather data; 
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Figure 6.3.2. Comparison of Total kWh Energy Impacts using new and previous weather data 

 

 

The following two figures show similar results for the same measure installed in a hospital.  In 

these cases, the average impact per ton increases by about 1% while the total energy impacts 

decrease by an average of 2%. 
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Figure 6.3.3. Comparison of Energy Impacts per Ton using new and previous weather data 
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Figure 6.3.4. Comparison of Total kWh Energy Impacts using new and previous weather data 

 

 

 


